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Product Names 
Model 

Arizona 6160 XTHF Mark II and Arizona 6170 XTHF Mark II (both 50 Hz and 60 Hz) 
HYB500 and HFO500 

Description 
Productivity 

Flatbed Printing Machine with or without High Flow Vacuum table  
option Up to 220 m²/h 

Dimensions:  
* width 
* depth 
* height  
* weight  

Arizona 61x0 XT  High Flow Vacuum Box 
5718 mm      2397 mm  
4818 mm      768 mm 
940 mm Table and 1496 mm Gantry  760 mm 
2132 kg (including User Podium)                      625 kg 

Electrical data:  
* voltage  
* current-rated   
* building fuse  
Mains connection   
Safety class  
Protection class  
EMC Class 
Safety certification 
Battery Type (weight) 

Arizona 61x0 XT High Flow Vacuum Box 
Δ 200 – 240 Vac, Y 347 – 415 Vac (3FN) Δ 208 – 230 Vac, Y 400 Vac (3FN) 
Δ 16A / 25A / 16A, Y 5A / 15A / 15A                               Δ 35A / 35A / 35A, Y 20A / 20A / 20A 
50 A USA and 30 A EU                      50 A USA and 30 A EU 
Non-detachable power supply cord or permanently connected  
I (IEC 61140) Protective earth connection 
IPX0 (IEC 60529) 
Class A (according to EN61000-6-4) 
According to 2006/42/EC BG-listed (DP 20001), UL73 and CSA 22.2 No. 68 
CR2032 (2,8 g) 

Energy consumption: 
* off 
* ready    
* maximum 

Arizona 61x0 XT High Flow Vacuum Box 
0 W      0 W 
330 W      0 W  
7 kW      15 kW (50 Hz) and 19 kW (60 Hz) 

Noise emission: 
* sound pressure level  
(at operator position) 
Heat emission  
Radio interference 
Radiation 
Chemical emission: 
* dust 
* ozone  
* TVOC 

 
<  80 dB  
 
not applicable 
Complies with Directive 2014/30/EU and FCC rules and regulations, part 15 Class A. 
not applicable 
Emission Rate:                                                       Concentration*  
51 mg/h                                                        0,01 mg/m3 

6,5 mg/h                                                        0,002 mg/m3 

3,2 g/h**                                                        0,48 mg/m3 ** 

Recommended room volume 
Recommended room ventilation 

≥ 350 m3 
≥ 3600 m³ per hour. For heat evacuation extra ventilation may be necessary. 

Consumables 

Some consumables and materials designated to be used by this machine are accompanied with Safety 
Data Sheets. Please refer to the corresponding Safety Data Sheets for specific Safety and Environment 
Information and operating instructions. You may download the actual Safety Data Sheets from the 
support site of your product at http://downloads.cpp.canon. 

Additional safety information 
 

All UV inks and the curing lamps can be harmful if not properly handled. Follow the guidelines in the 
User Guide and MSDS carefully in order to ensure maximum safety. 

* Typical measured values at minimum recommended room volume: 350 m3 and minimum ventilation rate: 36000 m3/h 
** measured concentration levels while using an ICA Duster 3000 or equivalent Air Purification System (APS is mandatory required) 
Note: all figures based on effective net maximum productivity and assuming no other emission sources present in the recommended room 
volume. The APS shall be placed close to the printer to maximize efficiency. In case of additional emission sources, higher ventilation rates may be 
required. 

Safety/EMC marks and Environmental labels 

 
 

  CE-Compliance Approval according to 
Machinery  Directive 

2006/42/EC 

   CSA 22.2 No. 68 Approved according 
UKCA-Compliance 

2014/30/EU 

RCM 

   

 

 

 

http://downloads.cpp.canon/

