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Model 
 

 

Island Clean Air Duster 3000  
 

 

Description 
Process speed 
 

 

Air Purification System (APS) 
Up to 465 m². 
 

 

Dimensions:  
* width 
* depth 
* height  
* weight  
 

 
915mm  
915mm  
1830mm 
110kg  

 

Electrical data:  
* voltage  
* current-rated   
* building fuse  
Mains connection   
Safety class  
Protection class  
EMC Class 
Battery Type (weight) 
 

 

 
200 - 230Vac, 50/60Hz  
6A 
15A USA and 16A EU 
NON-DETACHABLE POWER SUPPLY CORD 
I (IEC 61140) Protective earth connection 
IP44 (IEC 60529) 
Class A 
N/A 

Energy consumption: 
* off 
* ready    
* maximum 

0 W  
1860 W  
 

 

Noise emission1: 
* sound pressure level  
(at operator position) 
Heat emission  
Radio interference 
Radiation 
Chemical emission: 
* dust 
* ozone  
* TVOC 
 

 

 
Less than 61dB 
 
not applicable 
Complies with Directive 2004/108/EC Class A. 
not applicable 
Emission Rate:                                                       Concentration*  
not applicable – See Note* 
 
 
 
 
 

 

Recommended room volume 
Recommended room ventilation 
 

 

n/a 
n/a 
 

 

Consumables 
 
 

Device/Unit uses Activated Carbon Filters. 

 

Additional safety information 
 
 

* Use an ICA Duster 3000 or equivalent air purification system (APS is required) with all Océ 
Arizona 61x0 XTS print systems. The APS shall be placed close to the printer to maximize 
efficiency.  
 

 

 

 

CE-Compliance  Approved according to Approved according to   Approved according 
   Machinery  Directive standard EN60079-0: 2012     EMC Directive 
   2006/42/EC  and EN60079-15: 2010    2004/108/EC 

                                                                                                     
 

 


